PD3000 PNEUMATIC DRILL
Power. Reliability. Safety.
The robust PD3000 delivers high-torque performance to quickly drill more holes in less time!

POWER
Robust 3.0 Hp Motor:
- Produces 30% more power than similar
drills.
- Drills holes up to 1.5 inch (38.1 mm)
diameter.

Integral clutch system – The PD3000 uses a
clutch system rather than shear pins which
prevents the drill from damaging itself in a stall
condition, increases uptime, and extends the
life of the drill.

- Higher metal removal rate.

Dedicated chip wiper significantly reduces the
amount of chips entering the gearbox which
reduces downtime and keeps the drill in
action.

- Reliably drills through tough metals like
HY80 steel.

Innovative shut-off mechanism protects the
drill from damage due to accumulated chips.

- Faster spindle speed in the cut.

RELIABILITY
High quality gear set is more robust than
similar drills, fully supported by two bearings,
and will last through years of heavy use. This
results in longer run times and a longer life
span for the drill.

Manual retract capability allows chip
clearance.
Compatible with common air feed drill
bushings - the drill can be used with existing
drill templates.
SAFETY
Low pressure drop-out prevents unintended
re-starts after loss of supplied air pressure.
Compact Design make set-up, transport and
storage quick and easy.

Automatic retract system is self-cycling. Mount
it, and push go! The depth collar determines
the hole depth and automatically triggers a
retract cycle. The drill retracts 10 times faster
than the drill feed rate.

TOMCO.ca

TOOL CONFIGURATIONS
To order your Pneumatic Drill, simply select the feed rate option for your machine.
Everything you need comes standard, no other attachments needed!
Feed Rate - 0.003 inch/rev (0.076 mm/rotation)
Feed Rate - 0.006 inch/rotation (0.152 mm/rotation)

PN 93000
PN 96000

STORAGE
COMPARTMENT

MANUAL

CUTTING TOOL
REMOVAL PIN
NOSEPIECE AND
SPINDLE TOP
COVER

CUTTING TOOL

AIR MOTOR

STORAGE
COMPARTMENT
GEARBOX
AND SPINDLE

OPERATIONAL DIMENSIONS
Dimensions in Inch (mm)
23.17 [588.52]
3.75 [95.25]

7.69 [195.33]

PD3000 SHIPPING CONTAINER - - REV 1.875 [47.63]

1.875 [47.63]

FOR REFERENCE ONLY

9.51
[232.41]

29.03 [737.36]

12.51 [317.75]
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SPECIFICATIONS
US

Metric

Minimum hose/inlet size
Power input

80 - 90 psi
71 scfm
3/4 inch
3.0 Hp

5.5 - 6.0 bar
2,000 slpm
19 mm
2.2 kW

Performance Characteristics
Feed rate
Maximum cutting depth
Spindle size
Drill size
Spindle speed

0.003 or 0.006 ipr
0.076 or .152 mmpr
6.5 inches
165.1 mm
Morse taper #3
0.69 – 1.5 inch
1.75 - 38.1 mm
Variable, 300 RPM free speed

Measures
For machine dimensions, please refer to dimensional drawings
Machine Weight Total
Machine weight with motor removed
Crate dimensions (WxDxH)

53 lb
38 lb
28.5x17.5x10.75 inches

Power and Utility Information
Recommended operating pressure

24kg
17kg
723.9x444.5x273 mm

Testing Data
Internal Testing
Performance Results

Test 1
(HY80)

Test 2
(HY80)

Test 3
(Low Carbon Steel)

Test 4
(Low Carbon Steel)

Depth of Cut

3 inches (76.2 mm)

3 inches (76.2 mm)

3 inches (76.2 mm)

3 inches (76.2 mm)

RPM

180 rpm

125 rpm

185 rpm

180 rpm

Feed

.003 in/rev (0.076 mm)

.003 in/rev (0.076 mm)

.003 in/rev (0.076 mm)

.003 in/rev (0.076 mm)

Diameter of Cut

15/16 inches (23.8 mm)

1.375 in (34.9 mm)

15/16 inches (23.8 mm)

1.375 in (34.9 mm)

Type of Tool

Carbide spade drill

Carbide spade drill

Carbide spade drill

Carbide spade drill

MRR

0.5 in^3/min (8.2 cc)

0.4 in^3/min (6.6 cc)

0.5 in^3/min (8.2 cc)

0.7 in^3/min (11.5 cc)

Time

3:20

4:47

3:10

3:20
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